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GJ is our incredible, fully hydraulic semi-trailer stage truck, providing high quality sound
and visual effects, and ideally suited to large events and big crowds. With a 10 x 8m main stage
and a 3.5 x 8m side stage, CJ has hosted full orchestral productions to vibrant music festivals
and everything in-between.

The elevated side stage area can be used as a risen stage extension, or as a technical
production area. It has excellent rigging capacity for lighting, outrigger arms to fly line array PA
systems, moveable risers, railings, stairs and a production ramp.

CJis in a market of its own, significant enough to have an epic visual impact, but exceptionally
fast, convenient and cost effective compared to built stages.

CJ also has an awesome range of branding opportunities, including
backdrop, side, roof, and skirt banners. Ask about our banner production service to capitalise
on your exposure, and promote your event & sponsors.

(Our standard package includes: \
State of the art, high tech, hydraulic staging system
Fully equipped stage with complete sound and lighting system and professional crew

Fully professional equipment required for large bands and performance groups, with a
range of high quality sound and lighting systems available

Highly experience sound and lighting technicians and crew for the duration of the event
Excellent lighting rigging systems in roof

Heavy duty outriggers to fly Line Array PA systems

Media feeds for TV or radio broadcasts if required

$20m public liability & WHS Compliant, Engineers certificate /
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See the whole fleet at www.mobilestagetruck.com.au
Contact us at info@mobilestagetruck.com.au



http://www.mobilestagetruck.com.au/
http://www.mobilestagetruck.com.au/
mailto:info@mobilestagetruck.com.au

CJ Stats
Stage Size Main stage 10m x 8m, Side stage 3.5m x 8m
Set up/Down Time Approx 5 hours — with standard full production
Stage Height 1.5m
Open Footprint 16m x 10m
Open Height 8.5m / 5.4m from stage floor to roof
Closed Trailer length 13.5m (not including Prime Mover)
Closed Trailer Height 4.3m
Total Trailer 26t

CJ’s Production Specs (with a range of options available)
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Standard Package - db Technologies DVA system

FOH: db Technologies DVA Line Array system — flown, consisting of 8 x DVA T4 elements per
side (16 in total) and 2 x DVA S20 double 18 subs per side (4 in total)

Monitors: RCF ART300A monitors

Consoles: Allen & Heath GLD 80 Digital Mixer

Lighting: 12 x LED PAR 6 4, 2 LED strips, 4 x LED moving wash, 4 x Chauvet 250 moving
spots, Clarity computer program operation

C J ’'standard package will cater for an audience of approx 4000 - 5000 people
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Quality Package - Martin Longthrow system

FOH: Martin Longthrow W8T and W8M Line Array system — ground stacked, consisting of 4
elements per side (8 in total), and 3 subs per side (6 in total)

Monitors: Clair Brothers wedges

Consoles: Midas Heritage, and Digico D1SD9

Lighting: Chamsys control, 1 x 12 CH JANDS dimmer, 8 x LED Quad wash lights, 1 x Hazer, 8 x
Honeycomb LED bars, 4 x Martin MAC 600, 6 x Mole Faye duets, 4 x Selecon profiles

CJ ' s opackabe will gater for an audience of approx 4000 - 5000 people
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Superior Package - Clair Brothers 1212 Line Array system

FOH: Clair Brothers 1212 Line Array system — flown, consisting of 5 x i212M elements per side
(10 in total) and 3 subs per side (6 in total)

Monitors: Clair Brothers,12AM, with R3T side fills and FF2 front fill

Consoles: Midas Heritage, and Digico D1SD9

Lighting: Chamsys control, 1 x 12 CH JANDS dimmer, 8 x LED Quad wash lights, 1 x Hazer, 8 x
Honeycomb LED bars, 4 x Martin MAC 600, 6 x Mole Faye duets, 4 x Selecon profiles

CJ’ s S wpackageiwdl cater for an audience of approx 5000 - 6000 people
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All packages include a Professional grade microphone kit i suitable for large bands, featuring:

Shure SM58, beta 58a and Senn e845 vocal mics, Shure SM57 and Senn €602 instrument mics,
EV RE200 Condenser mics, full drum kit mic set, multiple Boss active DlIs, and 3 x Shure beta 58
handheld radio mics
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CJ is available with a variety of production packages, or as a dry hire.
When dry hiring, an experienced operator will work in production crews and keep the stage at a
low working level until lights are rigged, before taking it up to full height.

Information for Dry Hire
Some points of information relevant to dry hire are as follows:

1 The main stage area is 10 x 8m, and there is an elevated side stage area of 3.5x8m

i This side stage area can be used as an elevated section of the main stage area, or used

for technical production, monitor mixing, as a DJ booth, green room, etc

I The stage truck needs to be completely set up before equipment can be loaded on stage.
For safety and efficiency, a clear stage area is hecessary during the whole installation
Chain blocks are available to fly the PA on each side of the stage.
The stage truck must be completely raised and secured before PA is flown
The maximum weight capacity for the PA on each side is 500kgs
With regard to installation of lighting, the stage will be opened, with roof kept at working
height whilst these lights are rigged. The roof then raises 2.6m above working height
Photographs of the roof trussing are below showing the potential lighting positions
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Roof Layout
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Photo taken from stage right front




